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quarter contains the material originally in it. The flattened mass shall
then be divided into four equal quarters. The diagonally opposite
quarters shall then be removed and discarded and the space that they
occupied brushed clean. The two remaining quarters shall be succes-
sively mixed, coned and quartered on the cloth as before, until two
opposite quarters shall weigh not less than 5 lb., which shall then be
placed in a suitable container for transportation to the laboratory. In
case duplicate laboratory samples are desired, the rejected portions of
the original 4-mesh sample shall be combined, mixed and quartered
down to a similar 5-lb. sample.

5.  The sample prepared by the above method may, at the option of
the purchaser, be used for an approximate moisture determination.
In such cases the gross sample shall be immediately crushed and reduced
to the 54b. laboratory sample as rapidly as possible, to minimize the
loss of moisture.    The container for shipment to the laboratory shall
be moisture-tight.    Since the sample obtained by this method TV ill
usually show less than the true moisture content of the gross sample,
the purchaser shall have the privilege of a special moisture sample as
hereinafter provided, if the standard sample shows more than 3 per cent,
moisture.

6.  The special moisture sample shall consist of not less than 2 pecks
of walnut size.    It shall be taken in the manner described in Section 2,
and shall be placed, immediately after collection, in a moisture-tight
container for transportation to the laboratory.    The car shall be weighed
at the time the special moisture sample is collected.

7.  In case of disagreement between buyer and seller, an independent
chemist, mutually agreed upon, shall be employed to sample and analyze
the coke, the cost to be borne by the party at fault.

The resample shall be taken and prepared as prescribed in the fore-
going sections, except that the minimum quantity of gross sample shall
be not less than 1 bushel in volume, taken at intervals of 18 in. in six
equidistant lines parallel to the side of the car.

(B) CHEMICAL ANALYSIS

8.  The sample received at the laboratory shall be prepared for analy-
sis, and the percentage of moisture, volatile matter, fixed carbon, ash,
and sulphur shall be determined as specified in the Standard Methods
for Laboratory Sampling and Analysis of Coke of the American Society
for Testing Materials.  -

9.  The dry coke shall not exceed the following limits in chemical
composition: